
Product Description:

Features:
◦ Application: LED Linear High Bay

◦ Installation: Suspended or Surface Mounting

◦ Warranty: 5 Years

◦ Power Factor: >0.90

◦ Operating Temperature: ‐4˚F ~ 122˚F

◦ Housing Material: Aluminum

Technical Data:

Certifications

CRI

IP Rating

CCT

Input Voltage

Specifications:

Fixture Model
Total Lumens

(5000K)
Efficacy (lm/w)

Dimensions 

(inches)
Weight Beam Angle

LINI‐SPZ 80W 15,697.4 lm 196.2 lm/W

LINI‐SPZ 100W 19,321.1 lm 193.2 lm/W

LINI‐SPZ 130W 25,344.5 lm 194.9 lm/W

LINI‐SPZ 165W 31,506.1 lm 190.9 lm/W

LINI‐SPZ 200W 39,390.1 lm 196.9 lm/W 23.74 x 23.74 x 2.95 14.5 lbs

LINI‐SPZ 320W 62,577.1 lm 195.5 lm/W 45.67 x 23.74 x 2.95 28.6 lbs

IP20 (Fixture), IP64 (Driver)

LINI‐SPZ Series

The LINI‐SPZ has the life span of over 100,000 calculated hours 

at L70 standards. This luminaire is applicable for big box 

retailers, gymnasiums, manufacturing facilities and warehouses. 

The fixture provides superior lumens, excellent heat dissipation, 

and is perfect for industrial environments. The LINI‐SPZ is 

powerful, providing a high lumen ouput upwards of 190 lm/W.

ETL

> 83
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4000K ~ 5700K

100‐277V/347‐480V

120˚

23.74 x 14.17 x 2.95

45.67 x 14.17 x 2.95

10.8 lbs

15.5 lbs

LINI‐SPZ 80W/100W >

LINI‐SPZ 130W/165W/320W >

< LINI‐SPZ 200W 



Dimensions:

Optional Features:

Ordering Guide:
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LINI‐SPZ‐320W 100‐277V WH 120˚

Wattage:
80W
100W
130W
165W
200W
320W

Voltage:
100‐277V
347‐480V

Color:
WH: White

Beam Angle:
120˚

Suspended

Mounting:
Suspended

(Chain/V‐Bracket)
Surface

Optional Features:
0‐10V: 0‐10V Dimming
EM: Emergency Driver
MSa: Motion Sensor (a) 
MSb:Motion Sensor (b)

50K

CCT:
40K
50K
57K

LINI‐SPZ 80W/100W  LINI‐SPZ 130W/165W  LINI‐SPZ 200W  LINI‐SPZ 320W 


