
Connect the wires
hermaphrodite connector

*The Numbers + to +
*The Numbers - to -

1

2

The marked number line
corresponds to the same
number of holes

1  Brown is
positive

2  Blue is the
negative pole

Unscrew the male and female connectors and
connect the wires.

Extension cord

This is a 2-core connection

Connect the wires
hermaphrodite connector

*The Numbers + to +
*The Numbers - to -

1

2

1  Brown is
positive

2  Blue is the
negative pole

The male connector The mother sub

New Installation
Caution:
Switch Off the Power Supply
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Check whether it's concerned with an AC(Alternating Current)based or DC(Direct Current) based system

Drill 4 screw holes

Roof/Wall

Roof/Wall

Fix the luminaires by Screws

24°adjust

Remove 4 screws with a wrench
and use 2.4N-M torque

Install wire ropes

Connect the wires
hermaphrodite connector
*The Numbers 1 to 1
*The Numbers 2 to2
*The Numbers 3 to 3
*The Numbers 4 to 4
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The marked number line
corresponds to the same
number of holes
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The marked number line
corresponds to the same
number of holes

1  brown
2  blue 4  black

3  gray 1  brown
2  blue 4  black

3  gray

Roof/Wall

The marked number line
corresponds to the same
number of holes

1  brown
2  blue 4  black

3  gray
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They are attached to
each other in the
corresponding position

2 core male and
female heads

4 core male and
female heads

or

Extension cord

Connect the wires

*AC L(Brown or Black)
*AC N(Blue or White)
*AC  (Green/Yellow or green)

wires

Signal wires

wires

*DIM+(Blue or Purple)
*DIM-(White or Gray )

DC (Direct Current)

NEXUS Series Installation Instructions 
(with Remote Driver Box) All Green Lighting, Inc.



The product (LED lighting equipment, electrical , electronic equipment) should not be placed in municipal waste. Check
local regulations for disposal of electronic products.
  & Features and specifications are subject to change without notice.
  & The product color may be different with actual due to discrepancy of camera or screen settings.

  Bracket dimension

series:
A:Ø20.5mm(0.8inches)
B:30mm( 1.2inches)
C:13mm( 0.5inches)
D:577mm(22.7inches)

E:555mm(21.9inches)
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Caution:

1 Turn power Off During Installation.
    Do Not Connect Or Disconnect Unaer Load
1 Caution Risk of Fire.
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